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FITTING INSTRUCTIONS
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1.	 Remove fixing nut and washer from the shaft. Slide off the 
propeller and existing shaft spacer. 

2.	 Ensure the shaft and plastic housing is free from any dirt, debris 
or anything that prevents the cutter from being fitted correctly.

3.	 Offer the stainless steel forward bung (part #2) up to the plastic 
housing of the pod and press in in by hand lightly. Make sure to 
keep the bung as square and aligned as you can (not tilted).  
Do not press firmly and do not hit with a hammer! 

4.	 Using the torqeedo propeller, slide onto shaft and ‘tap’ the 
bung and seat into position then remove propeller. This will 
ensure the outer part is not damaged and will keep bung 
concentric to the pod housing.  

5.	 Offer the nylon bearing (part #3) into position in the bung. 

6.	 Align spline and slide on hydroaxe tq line cutter. Hydroaxe 
branding to be on the aft side that meets propeller.  
Seat into bung.

7.	 Slide propeller onto the shaft and give cutter a ‘tap’ using 
propeller to ensure correct alignement. 

8.	 Fit the new extended nut (part #4) using medium strength 
thread locker. 

9.	 Once fitted check the shaft rotates freely without additional 
resistance. If additional resistance is felt during this test, it could 
be due to the bung sitting too far aft (towards cutter), causing 
pressure on the nylon bearing. If this happens, please remove 
the line cutter and insert the thinner spacer (part #5) onto the 
shaft before the cutter is fitted and complete the rotation test 
again. If this still feels tight remove the line cutter and add the 
second spacer.

Tools you will need for 
Hydroaxe TQ fitting:

YOUR HYDROAXE TQ KIT INCLUDES

This HydroAxe TQ Line Cutter is compatible with CRUISE 3 POD DRIVES, CRUISE 6 POD DRIVES, CRUISE 3 OUTBOARD MOTORS and 
CRUISE 6 OUTBOARD MOTOR models only. If you need assistance, please contact the Darglow team.

•	 SOCKET WRENCH
•	 17MM SOCKET
•	 19MM SOCKET
•	 THREAD LOCKER

PART 1 - HYDROAXE TQ LINE CUTTER
PART 2 – FORWARD BUNG
PART 3 – NYLON BEARING
PART 4 – EXTENDED NUT
PART 5 – 2 x SPACERS (IF REQUIRED)
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